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1.0 SUMMARY

Apollo 8 was the second manned flight in the program and the first
manned lunar orbit mission. The crew were Frank Borman, Commander;
James A. Lovell, Command Module Pilot; and William A. Anders, Lunar
Module Pilot. ‘ ) ' ‘ -

The Apollo 8 space vehicle was launched on time from Kennedy Space
Center, Florida, at T:51:00 a.m. e.s.t. on December 21, 1968. Following
a nominal boost phase, the spacecraft and S-IVB ccombination was inserted
into a parking orbit of 98 by 103 nautical miles. After a post-insertion
checkout of spacecraft systems, the 319-second translunar injection ma-
neuver was initiated at 2:50:37 by reignition of the S5-IVB engine.

The spacecraft separated from the S-IVB at 3:20:59, followed by two
separation maneuvers using the service module reaction control system.
The first midcourse correction, made with a velocity change of 24.8 feet
per second, was conducted at 11:00:00. The translunar coast phase was
devoted to navigation sightings, two television transmissions, and various
systems checks. The second midcourse correction, conducted at 60:59:55,
was a velocity change of 1.4 feet per second.

The 246.9-second lunar orbit insertion maneuver was performed at
69:08:20, and the initial lunar orbit was 168.5 by 60.0 nauticel miles.
A maneuver to circularize the crbit was conducted at T3:35:07 and re-
sulted in a lunar orbit of 59.7 by 60.7 nautical miles. The coast phase
between maneuvers was devoted to orbit navigation and ground track deter-
mination. Ten revoluticns were completed during the 20 hours 11 minutes
spent in lunar orbit.

The lunar orbit coast phase involved numerous landing-site/landmark
sightings, lunar photography, and preparation for transearth injection.
The transearth injection maneuver, 204 seconds in duration, was conducted
at 89:19:17 using the service propulsion system.

When possible during both the translunar and transearth coast phases,
vassive thermal control maneuvers of about one revolution per hour were
effected to maintain temperatures within nominal limits. The transearth
coast period involved a number of star/horizon navigation sightings using
both the earth and moon horizons. The conly transearth midcourse correc-
tion was a maneuver of 4.8 feet per second made at 103:59:5L.

Command module/service module separation was at 146:28:48, and the
command module reached the entry interface (L0OO 000 feet altitude) at
146:46:14, TFollowing normal deployment of all parachutes, the spacecraft
landed in the Pacific Ocean at 8 degrees 8 minutes north latitude and
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165 degrees 1 minute west longitude, as determined by the primary re-
covery ship USS Yorktown. The total flight duration was 147 hours L2 sec-
onds.

Almost without exception, spacecraft systems operated as intended.
All temperatures varied in a predictable manner within acceptable limits,
end consumables usage was always maintained at safe levels. Communica-
tions quality was exceptionally good, and live television was transmitted
on six occasions. The crew superbly performed the planned nmission,
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2.0 INTRODUCTION

The Apollc 8 mission was the eighth in a series of flights using
specification Apollo hardware, the second manned flight of a block II
spacecraft, and the first manned flight using a Saturn V launch vehicle.
The mission was the first to the vicinity of the moon and was the con-
tinuation of a program to develop manned lunar landing capability.

The overall objectives of the mission were to demonstrate command
and service module performance in a cislunar and lunar-orbit environment,
to evaluate crew performance in a luwar-orbit mission, to demonstrate
communications and tracking at lunar distances, and to return high-
resolution photography of proposed Apolle landing areas and other loca-
tions of scientific interest.

Because of the excellent performance of spacecraft systems in both
the Apcllo T and Apollc 8 missions, this report will present only the
Apollo 8 mission results that are either unique to the lunar environ-
ment or significantly different from Apollo 7. Consequently, some of
the report sections presented in previous Mission Reports have been de-
leted to permit greater emphasis on lunar observations of scientific or
operational interest.

A1l times in this report are based on range zero, the integral sec-
ond before lift-off. Range zero for this mission was 12:51:00 G.m.t,



3.0 MISSION DESCRIPTION

The Apollo 8 mission followed the prescribed flight plan in every
major respect. The space vehicle was launched at T7:51:00 a.m. e.s.t.
on December 21, 1968, and the spacecraft was inserted into a 103- by
98-n. mi. parking orbit. The launch vehicle was a 3-stage Saturn V
(no. 503), and the spacecraft was a standard block IT command and service
module configuration (no. 103). A lunar module test article (LTA-B) was
mounted in the spacecraft/lsunch vehicle adapter for mass loading purposes.
The adapter used on this mission was the first to incorporate a panel-
Jettison mechanism.

After a parking-orbit coast period devoted to inflight systems
checks, the third stage (S-IVB) of the launch vehicle was reignited at
2:50:37 for the translunar injection maneuver {see fig. 3-1). This
maneuver lasted for 319 secconds. At approximately 3:21:00, the space-
craft was separated from the S-IVB by a small maneuver with the service
mcedule reaction control system.

After separation and transposition, the crew observed and photo-
graphed the S-IVB, then performed reaction control system maneuvers at
3:40:01 and at 4:45:01 to increase the separation distance. At 4:55:56,
a liquid-oxygen dump procedure was initiated in the S-IVB to provide
impulse for changing its path to a trailing-edge lunar flyby and for
insertion intc solar orbit. The first midcourse correction was performed
with the service propulsion system at 11:00:00 and produced a velocity
change of 24.8 ft/sec. This maneuver reduced the injection pericynthion
altitude from 459 to 66.3 n. mi.

The conditions at cutoff of the translunar injection maneuver were
so nearly perfect that only one midcourse correction, approximately
8 ft/sec, would have been sufficient to achieve the desired altitude of
about 65 n. mi. at lunar corbit insertion. However, the unplanned maneu-
ver of 7.7 ft/sec at L:45:01 altered the trajectory so that the predicted
altitude was 458.1 n. mi., which required a 24.8-ft/sec correction to
schieve the desired conditions. An additional midcourse correction of
1.4 ft/sec was performed to further refine the initial conditions.

During translunar coast, the crew completed systems checks, naviga-
tion sightings, two television transmissions, and a second midcourse
correction (1.4 ft/sec at 60:59:54), The spacecraft high-gain antenna,
installed for the first time on this mission, was tested successfully
during the translunar cosest phase.

Lunar orbit insertion was initiated at 69:08:20 with a 2997-ft/sec
service propulsion maneuver, resulting in a 60- by 168.5-n. mi. orbit,
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After approximately U4 hours of navigation checks and ground orbit deter-
mination, a lunar orbit circularization maneuver of 135 ft/sec resulted
in an orbit of 60.7 by 59.7 n. mi.

The next 12 hours of crew activity in lunar orbit involved near-
and far-side photography, landing-ares gightings, and television trans-
missions. The final 4 hours in lunar orbit included a second television
broadcast, but most of the remaining non-critical flight-plan activities
were deleted because of cerew fatigue, and this period was devoted to
rest periods and preparation for the transearth injection maneuver. This
maneuver was initiated at 89:19:17, lasted for 303 seconds, and resulted
in a velocity change of 3517 ft/sec.

The transearth coast activities included a number of star/horizon
navigation sightings, using both the moon and earth limbs. Passive ther-
mal control, requiring roll rates of approximately one revclution per
hour, was used during most of the translunar and transearth coast phases
to maintain nearly stable onboard temperatures. This method of thermal
control was interrupted only when specific vehicle attitudes were required.
The only transearth midcourse correction required provided a velocity
change of 4.8 ft/sec, made with the service module reaction control sys-
tem at 103:59:5h4.

Command module/service module separation was performed at 146:28:48,
and subsequent command module entry (400 000 feet) occurred at 146:46:1k,
The spacecraft followed a guided entry profile and landed at 147:00:h2
in the Pacific Ocean at 8 degrees 8 minutes ncrth latitude and 165 degrees
1 minute west longitude. The crew were retrieved and were aboard the
USS Yorktown at 17:20 G.m.t., and the spacecraft was taken aboard approx-
imately 1 hour later.

With only minor discrepancies, all spacecraft systems operated as
intended, and all mission cbjectives were successfully accomplished on
this first manned lunar mission. The flight plan was fcllowed closely,
and crew performance was excellent throughout the 6.l1-day mission. A
sequence of events for the mission is shown in table 3-I.



TABLE 3-I.- SEQUENCE OF EVENTS

Event

Time,
hr:min:sec

Range zero (12:51:00 G.m.t.)
Lift-off

Maximum dynamic pressure
S5-IC center engine cutoff
S-IC outboard engine cutoff
S-IC/S-II separation

S5-IT engine ignition
Interstage jettison

Launch escape tower Jettison
S-1I engine cutoff
S-II/S-1IVB separation

5-IVB engine ignition

S5-IVB engine cutoff

Earth orbit insertion

Translunar injection ignition
Translunar injection cutoff

Spacecraft /S-IVB separation
First separation maneuver
Becond separation maneuver

First midcourse correction ignition
First midcourse correction cutoff

Second midcourse correction

Lunar orbit insertion ignition
Lunar orbit insertion cutoff

Lunar orbit circularization ignition
Lunar orbit circularization cutoff

Transearth injection ignition
Transearth injection cutoff

Third mideourse correction

00:00:00.7
00:01:18.9
00:02:05.9
00:02:33.8
00:02:34.5
00:02:35.2
00:03:04.5
00:03:08.6
00:08:44.0
00:08:4k.9
00:08:45.,0
00:11:25.0

00:11:35.0

02:50:37.1
02:55:55.5

03:20:59.3
03:40:01
OL:45:01

10:59:59.5
11:0Q0:01.9

60:59:56

69:08:20. 4
69:12:27.3

T3:35:07
73:35:16

89:19:16.6
89:22:40.3

103:59:54
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TABLE 3~I.- SEQUENCE OF EVENTS - Concluded

Event

Time,
hr:min:sec

Command module/service module separation
Entry interface {400 000 feet)

Begin blackout
End blackout

Drogue deployment
Main parachute deployment
Landing

146:28:48
1k6:46:12.8

146:46:37
146:51:h2

146:54:47.8
146:55:38.9
147:00:k2
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4,0 THE MOON

The preliminary analysis of the scientific activities planned and
accomplished during the Apollo 8 mission is discussed in this section.
A formal evaluation of the lunar photography and observations entitled
"Apollo 8 Lunar and Space Science Report" will be published in April 1969
as a NASA special publication. Although no formal scientific experiments
were planned, recommendations were solicited from scientists regarding
tasks and observations that could be accomplished within the eguipment
and schedule constraints. The principal recommendations were for modifi-
cations to initial photographic plans and equipment.

During the mission, seven 70-mm film magazines were exposed and
yielded more than 150 photographs of the earth and more than T00 photo-
graphs of the moon. Five 16-mm color magazines were also exposed. A
summary of these photographs is provided in table 4-I.

Approximately 90 percent of the photographic objectives of the mis-
sion were accomplished. Approximately 60 percent of the additional lunar
photographs requested as targets of opportunity were also taken despite
early curtailment of crew photographic activities. Many smaller lunar
features, heretofore undiscovered, were photographed. These features are
located principally on the far side of the moon in areas which had been
photographed only at much greater distances by automated spacecraft.

4.1 PHOTOGRAPHIC OBJECTIVES

The prineipal photographic objectives were to obtain vertical and
oblique overlapping photographs during at least two revolutions, photo-
graphs of specified targets of opportunity, and photographs through the
spacecraft sextant of a potential landing site.

The purpose of the overlapping, or stereo-strip, photography was
to determine elevation and geographical position of lunar far side fea-
tures. The positions will be determined with respect to the control
points sighted with the onboard telescope and sextant and by the Lunar
Orbiter and earth-based telescopice photography. The area to be covered
was dependent on the launch day and consisted of one pass with the opti-
cal axis in a near-vertical plane and another pass with the axis inclined
20 degrees, The photographs were to be taken at 20-second intervals and
at a shutter speed of 1/250 second.

The targets of opportunity were those areas reccmmended for photog-
raphy if time and circumstances permitted. All lunar surface areas where
photographic coverage was desired were plotted on target-of-opportunity
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planning charts as a function of launch day. Lunar-lighting limits,
orbital inelination, and spacecraft attitude were used to determine which
targets could be photographed for a given launch date. Exposure data
were developed to assist the ecrew and included all supplemental informa-
tion for accomplishing the recommended photography.

Sextant photography was included to provide image comparisons for
landmark evaluation and navigation training purposes. The 16-mm camera
used for this study was attached to the sextant by a special adapter
mount. A secondary objective was to photograph one of the certified
Apollo landing sites (fig. 4-1).

4.2 FILM DESCRIPTION AND PROCESSING

4.,2.1 Onboard Film

Special care was taken in the selection, preparation, calibration,
and processing of flight film to maximize the information content and re-
trieval from returned exposures. The types of film used during Apollo 8
are listed in table 4-IT and are discussed briefly in the following para-
graphs.

Film type S0-368, which has been used extensively during previous
manned missions, was stored onboard in two TO-mm and nine 16-mm magazines
for photography of the lunar surface, S~IVB, and earth. Film type 3400,
a thin-base panchromatic black-and-white negative film, was selected for
its high contrast and extended red sensitivity for lunar photometrie
studies. Film type S0-121, a slow-speed, high definition color reversal
film on & thin base, has about twice the resolution of S0-368 and was
primarily included for use in earth orbit had the lunar mission been
aborted. Film type 2485, a very high-speed panchromatic thin-base film,
was selected for photography of variocus dim-light phenomena, such as
gegenschein, zodiacal light, dim stars, solar corocna, and the lunar sur-
face in earthshine. Film type S0-168, a high-speed color reversal 16-mm
film, was included in two magazines for photographing the spacecraft in-
terior.

4,2.2 Film Sensitometric Calibration

The Apollo 8 photography afforded the first opportunity to analyze
the intensity and spectral distribution of lunar surface illumination
free from the atmospheric modulation that is present in earth telescopic
photography and without the electronic processing losses that are present
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in Ranger, Surveyor, and Lunar Orbiter photography. A series of sensito-
metric strips were exposed on the flight film to allow extraction of den-
sitometric information. The primary purpose of these strips is to recon-
struct the density/exposure relationship as a function of processing
chemistry, temperature, and time.

L.2.3 Exposure Settings

Prior to the mission, camera aperture settings were determined for
all targets to be photographed with the TO-mm film. These settings were
applicable to the 80-mm lens and, with some limitations, to the 250-mm
lens. A system restriction existed with the 250-mm lens that prohibited
use of aperture settings larger than f/5.6. It was recommended that the
shutter rate remain fixed at 1/250 second becaguse, at slower speeds, imege
smear would cause loss of resolution. With the wide latitude inherent in
the film types, adequate exposure control could be maintained by aperture
regulation only.

Computing the f-stop for each photographic target involved twe oper-
ations: prediction of the average value and range of the film plane il-
lumination (exposure) as a function of the scene geometry and the albedo
of the surface area to be photographed; and evaluation of the sensitivity
of the film to the predicted illumination, with subsequent selection of
the appropriate camera setting (f-stop) required to achieve the optimum
exposure at the film plane.

Three sets of aperture changes were recommended to correspond to
each of the general camera-pointing orientations — vertical, obliques to
the east and west of the ground track, and obliques to the north and
south. These data were printed on the photographic target of opportunity
chart with the changes indicated as a function of selenographic longitude.

In addition, procedures had been established and simulated for real-
time revisicns of the entire set of exposure recommendations should an
off-nominal situation have occurred.

h.2.4 Processing

Standards for processing onboard films were developed before flight
from the standard process specified by the manufacturer and modified for
specific requirements and sensitometric results. The films were refrig-
ersted from the time of emulsion coating until processing, except for the
time they were actually in the spacecraft.



After return of the films to the Manned Spacecraft Center, postflight
sensitometric data were derived, where appropriate, before actual process-
ing. The S80-368 and S0-168 films were processed in the General Photog-
raphy Laboratory, and the $0-121, 3400, and 2485 films were processed in
the Precision Laboratory.

The S0-368 film was processed under pre-established controls using
ME-2A chemistry. The 70-mm film was processed at 3.5 ft/min. and the
16-mm film at 3% ft/min, both at 75° F. No problems were encountered,
and the results are excellent,

The S0-168 film was adjusted in speed from its manufactured level of
160 to 1000; therefore, a substantial modification to the processing tech-
nique was required. A high-speed processor (42 ft/min) was used with a
modified ME-4 chemistry. The color developer was at 110° F, the first
developer at 98° F, the pre-hardener at 95° F, and other chemicals at
normal room temperature. The operation was satisfactory, and no problems
were encountered.

The 1411 M color Versamat was required for the S0-121 film. The
manufacturer's chemistry was modified, however, based on trial emulsion
batch. Film speed during processing was 3.2 ft/min. The original flight
film was spliced with other films as follows:

a. Scratch test, 10 feet

b. Head leader threads machine, 80 feet
c. Leading edge sensitometry, 3 feet

d. Flight film, 38 feet

e. Trailing edge sensitometry, 3 feet

f. Colormetric, resolution, photogrammetric, sensitometrie frisket,
20 feet

g. Trailer, 80 feet

The black-and-white Versamat was used to process the type 3L00 film.
A special developer and fixer comprised the chemistry. However, since
roll C was not normally exposed, a low gamma developer was recommended.
During the entire eighth revolution, the lunar surface had been photo-
graphed from terminator to terminstor at f/5.6 and 1/250 second. A low-
gamma developer was formulated and tested in the Precision Laboratory.
The resultant gamma was lowered from 1.70 to 0.70. The processed nega-
tives show far more detail and information than the two films processed
by conventional means,
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Processing techniques for the high-speed type-2485 film were estab-
lished before flight. A Versamat Model M-11C cycle (standard D-19 de-
veloper at 3 ft/min or 150 seconds, two tanks, 95° F) would have produced
a gamma of 1.95. A 0.5-base fog rise due to radiation fogging was antici-
pated.

However, the film was not used for the dim light astronomical exper-
iments, as planned, but for general lunar surface photography, and a film
speed of 80 was erronecusly assumed, rather than the actual 2000. This
difference is about a six-stop overexposure and far beyond the latitude
of the film. A special chemistry and processing technique was formu-
lated to preserve the recorded data, but it was discovered that the chem-
istry could not be changed fast enough to prevent the image from chemi-
cally destroying itself. A procedure was developed to use special film
reels in a large tank. The process was accomplished at 68° F, including
a bleach step to remove the effect of the vastly overexposed silver and
produce a more normal negative, The technique proved highly successful
and satisfactory images were obtained. The wide-latitude processing
could significantly reduce workload on future flight crews by permitting
more nearly constant exposure settings.

4.3 PHOTOGRAPHIC RESULTS

Approximately 90 percent of the photographic objectives were achieved,
despite the curtailment of photographic activity in the later portion of
lunar orbit coast. In general, the stereo and target-of-opportunity photo-
graphic results will complement and in many cases improve upcn the coverage
obtained from Lunar Orbiter. At the end of this section are charts which
show all areas of the lunar surface photographed during this mission. The
sextant photography of a potential landing site was wvaluable, particularly
from a training standpoint for future crews.

4L.3.1 Stereo Strip Photography

The cbjective of the stereo strip photography was to obtain vertical
and oblique stereo photographs with the bracket-mounted still camera and
80-mm lens. These photographs would include the lunar surface from the
far-side terminator to about 60 degrees from the near-side terminator.

By using the intervalometer, an exposure could be taken every 20 seconds.
Each photograph would overlap the previous photograph by approximately

60 percent and allow viewing from photographic positions separated by
about 16 n. mi. At an orbital altitude of 60 n. mi., this overlap pro-
duces a base-to-height ratio of about 0.27, which is acceptable for stereo
viewing. By combining the vertical strip with a second convergent strip,
the geometry of the sterec view could be made stronger; hence, the ability
to measure height differences would be better by a factor of 2,
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The vertical strip photography was accomplished on the fourth end
eighth revolutions and extends from the far-side terminator (longitude
150 degrees west) to about 60 degrees from the near-side terminator.

The photography is of good quality and appears to have good forward over-
lap in all areas., An extra exposure was triggered every 5 minutes, but
the time was not recorded. By using the fixed interval and fitting to
the navigaticnal control peints, the scale of the photography can be
established and related to the known orbit.

‘ With the two stereo strip exposures, far-side features can be located
with respect to control points. Because of the early launch date and
termination of both passes at about 90 degrees east, information concern-
ing relative positions between the eastern limb and the Apcllc zone will
depend on the photography of this region obtained after transearth injec—
ticn. Both passes included many frames taken with a zero phase angle in
the field of view. It is significant that the photometric washout was
less than generally expected, and surface detail remains readily apparent.
Photographs taken near zero phase indicate that albedo changes of the sur-
face are quite clear at this high sun angle. In most cases, albedo changes
correlate with particular structure, and there are indications that the
younger features have brighter albedos. Sufficient surface detail is
available to permit photogrammetric reconstruction of the surface.

Four magazines of 16-mm color film were taken through the rendezvous
window. The coverage generally extends 25 n. mi. to either side of the
ground track from terminator to terminator. A review of this film indi-
cates that good surface detall was obtained and that exposures were good.

4.3.2 Photographic Targets of Opportunity

Photographic targets of opportunity were all outside the area of
planned lunar stereo-strip photography.

Lists of proposed targets of opportunity were submitted by the fol-
lowing organizations:

a. U.S. Geological Survey; Flagstaff and Menlo Park, Arizona

b. Lunar and Planetary Laboratory, University of Arizona

¢. BScience and Applications Directorate, Manned Spacecraft Center

The targets were selected to provide either detailed coverage of
specific features or broad coverage of areas not adequately covered by
Lunar Orbiter IV photographs. Most of the recommended sites were proposed

to improve knowledge of areas on the earth-facing hemisphere. Table -1
briefly describes and locates the targets of opportunities that were taken
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during the mission. The majority of these 51 targets were programmed

to be taken during the fourth and ninth lunar orbits, in order to have as
rmuch of this photography as possible taken during the two planned photo-
graphic orbits. The fourth orbit was the planned vertical sterec photog-
raphy, and the ninth orbit was the planned convergent stereo photography.
The loss of photography on the ninth orbit because of flight-plan con-
straints resulted in some loss of target-of-opportunity photography.

About 60 percent of the targets of opportunity applicable for the
Apollo 8 launch date were photographed, as well as many crew-selected’
targets. Most of the targets photographed are to the south of the ground
track because of attitude constraints and camers location.

The crew reported that the preplanned exposure dats were satisfactory
and that targets, when time was available, could be photographed at a
higher rate than had been planned. Most of the targets of opportunity
were photographed in the first few revolutions of the moon. Among the
more outstanding photographs are the near-full-moon views of the eastern
hemisphere. These are centered near Mare Symthii and show that this mare
is a circular rather than an irregular feasture and includes several re-
golvable mare units. Other maris in these photographs also displasy a
number of units of varying albedo. The photographs confirm that the
Soviet Mountains are non-existent and are most probably rays from the
bright-rayed crater Giordano Bruno. The bright-rayed crater that has
long been believed to exist near the north pole on the lunar far side
was confirmed (fig. 4-2).

4.3.3 Sextant Photography

For this flight, a special adapter allowed the 16-mm sequence camera
to be attached to the command module sextant. In this configuration, the
camera could record on color film the target centered in the scanning
telescope.

Sextant photography was performed over the prcposed landing site dur-
ing the fourth revolution and over the three contrcl points during the
fifth revolution navigation exercise. Several sequences of control-point
sightings with the sextant were recorded at a frame rate of 6 frames/sec.
The effects of brighter surface features seen through the fixed landmark
line of sight are clearly displayed. Sequence photography near the pro-
posed landing site compare favorably in resolution and image quality with
the still photographs taken through the window.

In summary, sextant photography indicates that landmark identificatiorn
and tracking will be readily performed on lunar landing missions. Although
the sextant photographs near landing site 1 in Mare Tranquillitatis are
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underexposed, they provide a qualitative example of how brightness de-
creases with the change of the phase angle.

During transearth coast, sextant photographs were tsken of the moon
at about 123 hours and of the earth at 124 hours. Although the range is
toc great for an accurate horizon analysis, the appearance of the earth
through the red tinting of the landmark line of sight should be an effec-
tive familiarization aid for future crews.

4.3.4% Comparison With Lunar Orbiter

The Apollo 8 photography complements the extensive coverage of Lunar
Orbiter. Lunar Orbiter provided excellent high-resolution photography of
the near side of the moon, and Apollo 8 provided excellent coverage of
selected areas on the far side. The Apollo 8 photography was taken through
the entire range of sun angles, ylelding excellent high-sun-angle photo-
graphs. The photographs have revealed albedo variations not previously
detected and have also revealed many bright-rayed craters ringed with high
albedo material. These craters are interspersed among both old and younger
craters which have no high albedo rings.

The broad coverage obtained in Apollo 8 photography after transearth
injection is free from mosiac effects and local rectification errors in-
herent in an array of phcotography such as Lunar Orbiter mosiacs. This is
the same effect obtained by using a space photograph of the earth and com-
paring it with & mosiac of photographs obtained at lower altitudes. These
large-area photographs aid significantly in the identification and deline-
ation of regional features.

4.4 CREW OBSERVATIONS

During the lunar orbit phase, the crew described the color of the
lunar surface as "black-and-white, absolutely no color" or "whitish gray,
like dirty beach sand." The color photographs show a gray surface modi-
fied by weak-to-strong overtones of green, brown, or blue. The human eye
readily detects intense hues but commonly does not recognize faint hues
present in a dark gray surface unless color standards are available for
direct comparison. Based on the crew observations, intense color over-
tones within the area observed are precluded, but there remains a possi-
bility that faint hues modify the dark gray that is typical of the lunar
surface. The crew report of the absence of sharp color boundaries is
significant, whether the surface color is gray or near gray. The lack of
visible contrast from an altitude of 60 n. mi. reduces the probability
that a flight crew will be able to use color to distinguish geologic units
while operating near or on the lunar surface.
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The observation of surface features was somewhat difficult because
of window degradation, unfavorable spacecraft attitudes, and conflicting
activities when spacecraft attitude was favorable. Near the terminator,
teopographic details were enhanced by the conspicuous shadows. Within the
shadow areas, scattered light permitted the observation of fesgtures that
cannot be seen on the photographs. The human eye could also detect fea-
tures on bright slopes that appear washed cut in the photographs. It is
guite possible that the additional detail can be enhanced by special
processing of the photographs.

The crew reported that the terminator was sharp and distinct and that
more light than expected was reflected from the smooth surfaces near the
terminator (fig. L-3).

High sun angles enhanced albedo differences, yet reduced the visual
ability to detect topographic relief near the subsolar point, as expected.
Conspicuous, bright-haloed craters occur in sizes that range downward to
the resolution limit. Similar craters probably are distributed somewhat
uniformly across the mcon, but they are detectable only at the high sun
angles. Although topegraphic relief is difficult to detect at high sun
incildence, numercus craters were conspicucus because of their bright walls.

Fault scarps, rilles, and other linear features were described by
the crew. TFew sinuous rilles were visible, and none were near the. ground
track. Boulders were observed only at the central peak in crater
Tsiolkovsky, where light-cclored boulders contrasted sharply with the
dark-colored crater fill.

Probable flows were observed on the west wall of a crater located
at 163.5 degrees west, 6 degrees south. Photographs confirm the descrip-
tion of fesgtures that suggest material flowed from high on the crater rim
to a pond on the crater wall (fig. L-L}.

Ray patterns were observed in the highlands only near the subsolar
point. On the dark mare surface, rays were detected gt much lower sun
angles. The crew examined the ragys from Messier A in the Sea of Fertility
and stated that no depth to the ray material could be observed.

The Command Module Pilot observed what is believed to be zodiacal
light and solar corona through the telescope just prior to sunrise on one
of the early lunar orbit revolutions. The Lunar Module Pilot visually
observed what he described as & cloud or bright area in the sky during
lunar darkness on twe successive revolutions and sketched the area in
his log. By correlating spacecraft attitude and the Lunar Module Pilot's
position in the spacecraft, it appears that he was loocking near the south
celestial pole. A rough correlation of his star sketch was achieved with
a star chart. The identification, if correct, indicates that the Lunar
Module Pilet visually observed one of the Magellanic clouds.






